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NOTES 
1— EQUIPMENT SHOWN DOTTED IS UNDERNEATH UNITS. 
2—THIN LINES INDICATE WIRES NOT IN CABLE 
3—ALL WIRES ARE NO. I8 DELTABESTON COTTON COVERED FIXTURE 


74788 A.C. MOTOR UNIT 


74874 BASE (LINE) 74872 KEYBOARD & PERF. TRANS. 
74875 LINE RELAY UNIT 74625 SELECTOR MAGNET 
92814 BASE 74789 NOTOR CONTROL CONTACTS 
5 —coLoR cove 
W-WHITE — -Y—YELLOW = S— SLATE BK BLACK 
R-RED O-ORANGE —_BR- BROWN 
G —GREEN PURPLE = LB~LIGHT BLUE 


G-PRINTER BASE IS WIRED FOR OPERATION WITHOUT USE OF LINE 
RELAY IN PRINTER RELAY MOUNTING. FOR WIRING MODIFICATIONS 
NECESSARY TO PERMIT USE OF LINE RELAY, SEE 
SPECIFICATION $-8346 

7 “MOTOR CONTROL RELAY IS NOT NORMALLY WIRED FOR OPERATION. 
FOR WIRING MODIFICATIONS NECESSARY TO PERMIT THE USE OF 
THIS RELAY SEE SPECIFICATION $8346 

@ SET INCLUDES RESISTORS AND SWITCH TO PERMIT OPERATION 
OF 118 VOLT GOCYCLE A.¢.SERIES MOTOR, ON IIS VOLTS 
25 CYCLE A.C. AND IIS VOLTS D.C.,1N ADDITION TO 115 VOLT 
60 CYCLE A.C. OPERATION. 
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